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The unit is the latest design in 2007 season. I t uses the industry standard chipset for remote 
secur ity systems and the frequency is allowed by local laws.  Safety, fashion and complete 
functions is the best points for this new fir ing system. This makes the unit per fect for difficult 
shoot sites for smaller  shows, special effects, family shows, and wedding displays.  They will also 
work with multiple units for larger shows with several fir ing locations and product 
demonstrations both indoor and out.  
The unit can be powered by 12V recharageable battery or the AC power adaptor that is included.  
The unit has a 200-250 meter (650-820 feet) range of operation. This will vary depending on 
battery power and the sur rounding area.  For the best possible range extend the antenna on the 
fir ing unit and the remote control.  
These units can be programmed by the user to work on any of the frequencies and secur ity codes 
programmed into transmitter from the manufacturer. Thus, you can fire one or more wireless 
units with the same transmitter.  
 
PROGRAMMING INSTRUCTIONS:  
Make sure that nodody use the same kind of transmitter 250meter range around you when you are 
doing the program. 
1.  Turn the Function Selection Switch to the FIRE position.  
2.  Hold the Program button down until the red LED beside it goes out, then turn the function selection 
switch to the middle(OFF) position and release the Study button. 
This cancels all frequencies and secur ity codes previously programmed into the unit.  
3. Turn the Function Selection Switch to the FIRE position again. 
4. Press the Program button and release it immediately.  The LED should blink red once.  
5. Turn the transmitter  on using the ON/Off switch on the side. Select the channel(1,2,3,4) on the 
transmitter. Press one of the firing buttons among of CONT, STEP and ALL on the transmitter.  The 
LED should blink red twice. 
This has finished the program of transmitter to receiver. 
Mark: if you want to fire more receivers with the same transmitter, just using this transmitter to 
program other receivers in the same way. You can program it in the same channel or in different 
channels(there is four different channel on transmitter for you to choose). The four th channel 
function is different(quite special). Using this channel, it can control 16points receivers per line 
according to the 16different address codes which hide inside the transmiter box back side of the 
receiver. 
 
CHARACTERISTIC�  

1,SEQUENCER FUNCTION.  
TIME RANGED FROM 0.01S TO 9.99SECONDS. 
2 “ STEP”  FUNCTION. 
PRESS THIS BUTTON ON TRANSMITTER ONE TIME ONE CUE WHICH HAS CONNECTED IGNITORS WILL 
BE FIRED IN TURN. 

3. “ ALL”  FUNCTION 
PRESS THIS BUTTON ON TRANSMITTER, ALL THE CUES WHICH HAVE CONNECTED IGNITORS WILL BE 
FIRED TOGETHER AT THE SAME TIME. 
4. SAFE IGNITION FUNCTION. 
THERE IS SAFETY SWITCH, POWER SWITCH ON THE RECEIVER AND THE SAFETY SWITCH ON THE SIDE 
OF TRANSMITTER CAN PREVENT ACCIDENTAL TRANSMISSION. 



5�  SHOCK-PROOF FUNCTION.  
6�  HIGH QUALITY AND PROFESSIONAL RELAY CAN WORK WELL DURING THE COUSE OF SHOCK 

FROM THE FIREWORKS. 
7�  POWERED BY 12V RECHARAGEABLE BATTERY OR AC110V-240V WITH INCLUDED AC 

ADAPTOR. 
8�  RECHARGEABLE BATTERY LONGTIME LIFETIME.IT CAN BE CHARGED HUNDREDS OF 

TIMES. 
9�  LOW BATTERY INDICATION FUNCTION. 
10�  THE FREQUENCY (41MHZ ----433MHZ) AND THE TRANSMISSION FREQUENCY(10MW-----2W) 

CAN BE CHOOSED WHICH IS ALLOWED BY LOCAL LAWS. 
 

SPECIAL FUNCTION INDICATION�  
“ CON”       time range 0.01s-9.99s                    “ STEP”  

 

       
“ ALL”   

 
ACCORDING TO THE PROGRAMMING INSTRUCTIONS. YOU CAN PROGRAM IT TO 
FOLLOWING EFFECTS. 
1,  20CUE FIRING SYSTEM- ONE TRANSMITTER CONTROL ONE RECEIVER. 
AMONG OF THE 1-4CHANNELS ON TRANSMITTER, YOU CAN CHOOSE ONE CHANNEL TO 
CONTROL ONE RECEIVER.  



 

2, 20 X N CUE FIRING SYSTEM- ONE TRANSMITTER CONTROL N X 20CUE RECEIVERS. 
THERE IS TWO TYPE. 
A, SAME CHANNEL CONTROL N PCS RECEIVERS(NO LIMITED) 

 
 

 

 

B, DIFFERENT CHANNELS CONTROL DIFFERENT RECEIVERS(NORMAL 3 OR 4 PCS AS ONLY 4 
CHANNEL ON TRANSMITTER) 

 

 
 



3, THE FOURTH CHANNEL CONTROL 16 PCS (POINTS) RECEIVERS(VERY SPECIAL FUNCTION)   
IT WILL NEED TO SET UP THE 16DIFFERENT ADDRESSES BY USING THE ADDRESS SWITCH INSIDE 
THE TRANSMITTER BOX WHICH IS IN THE BACK SIDE OF THE RECEIVER. 
 

 
 

HOW TO SETUP THE ADDRESS 
WHEN YOU USE THE FOURTH CHANNEL ON THE TRANSMITTER, THEN YOU CAN PROGRAM 

ONE TRANSMITTER TO CONTROL 16PCS OF 20CUE RECEIVERS. THAT 16PCS RECEIVERS CAN 

WORK AS A WHOLE SET WITH 16X20CUE=320CUE TOTALLY. IN THIS TYPE, YOU CAN ONLY 

USE “ CONT” , “ STEP”  AND “ ALL”  FUNCTION. PLEASE SET UP THE ADDRESS CODES 

ACCORDING TO THE FOLLOWING ILLUSTRATION CHART. 

ADDRESS CODES 

 

RECEIVER NUMBER 
1 2 3 4 

A 0 0 0 0 

B 0 0 0 1 

C 0 0 1 0 

D 0 0 1 1 

E 0 1 0 0 

F 0 1 0 1 

G 0 1 1 0 

H 0 1 1 1 

I  1 0 0 0 

J 1 0 0 1 

K  1 0 1 0 

L 1 0 1 1 



M 1 1 0 0 

N 1 1 0 1 

O 1 1 1 0 

P 1 1 1 1 

1. For examplel:the setting of 60 cue systems  

 A  B C 

 

 

 

 1  2  3   4 1  2  3   4 1  2  3   4   

THE VERY SPECIAL FUNCTION: 
IN THIS TYPE, WHEN YOU PRESS THE “ CONT”  BUTTON AFTER SETTING UP THE SAME  TIME 
ON THE 16 PCS OF RECEIVERS. THE IGNITORS WILL BE FIRED FROM 1, 2,3>>>20, 21>>>40, 
41>>>300, 301>>>320CUE.\ 

……………………………………………………………………………………………………………
… 

FIRING STEPS: 
1.  Make sure that all transmitters are turned OFF.  Make sure all Fir ing Receivers are turned 
off.  
2.  Connect electr ic ignitors to the receivers.   
3.  Turn the switch to the TEST position.  The Blue LED should turn on.  
4.  There will be a Blue LED in the TEST INDICATION if the electr ic matches test OK. 
5.  Turn the switch to the middle (OFF) position.  
6.  Raise the antenna and extend out fully.  
7.  Turn the switch to the Fire position.  The Red LED should turn on.  
8.  Turn the Safety Switch Key to the ON position. 
9. Turn the transmitter  on using the ON/OFF switch on the side.  
10. Fire the ignitors by pressing the number of the button on transmitter  that you want to. 
11. The Signal Indication light will flash when a Fir ing button is pressed on transmitter.  There 

is a Red LED that will flash on the channel that is being fired as well.  
 

NOTICE�  
1, Please make sure to cancel all the frequencies previously programmed into the unit and 
program it again before each use. I t can prevent accidental transmission from other transmitters 
which is come from us also. 
2, Please make sure that other transmitters are in OFF position when you’ re programming the 
transmitter into the receivers. 
3, The system is not waterproof.  Cover the receiver with a plastic bag or other waterproof cover 
before operating in the rainy conditions. 
4, When you program the same transmitter  to control 16pcs receivers. Please set up the address 
codes fir st. Otherwise it will not be successful. 
5, When the low battery LED indication turn on, please charge the battery immediately. 
Othermore, it has to be charaged at least one time per month. 
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